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Numbe: 15 

Section 1: Product and Company Identification 

Product Name: Iso butyl acetate 

Other's Name: -- 

Recommended Use and Restrictions On Use: Acrylic Resin Monomer 

Manufacturer Name : Shiny Chemical Industrial Co., LTD 

Address: No.5 Yeong Gong 1st Rd, Yeong An Hsiang, Kaohsiung Hsien, Taiwan, R.O.C. 

Telephone：：：：+886-7- 6219171 ext: 711-714 

Emergency Phone No: +886-7- 6219171 #711-714  Fax : +886-7- 6222620 

Section 2: Hazards Identification 

Hazard Material Category: Flammable liquid No.2, skin corrosion/irritation No. 2, serious 
eye damage/eye irritation No. 2, aspiration hazard No.2. 

Label Content:  

 
 
Label Statements: Flammable liquid, warning and health hazard. 
Signal Words: Dangerous 
Hazard Statements: Highly flammable liquid and vapor may causes skin and eye irritation. 
Precautionary Statements: Keep container in a well-ventilated place, keep away from 
sources of ignition – no smoking, and avoid contacting with eyes. 

Other Hazard: none 

Section 3: Composition/Information on Ingredients 

Pure Material 

Chemical Name: Isobutyl acetate 

Synonymous:  

1. 2 - Methyl - 1 - propyl acetate 
2. Acetic acid, 2 - methylpropyl ester  

 

3. Acetic acid, isobutyl ester  
4. beta - Methylpropyl ethanoate 
5. 2 - Methylpropyl acetate 

CAS No.: 110-19-0 

% by Weight: 100%  

Section 4: First Aid Measures 

The First aid Measures for Different Exposure Routes: 
 
Inhalation: 

1. Administered oxygen if patient is unconscious. 
2. Remove patient to fresh air, or remove the pollutant away at once. 
3. If patient has stopped breathing administrate the ARTF respiratory. If patient is in 
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cardiac arrest administrate CPR, continue life supporting measures until medical 
assistant arrive. 

4. Get medical attention immediately. 
Skin Contact：：：： 

1. If this product contacts the skin, flush warm water for at last 20 minutes. 
2. If this product penetrates the clothing, promptly remove the clothing and wash the 

skin with soap & water.  
3. If irritation persists after washing, get medical attention. 
4. Launder clothing and accessory before reuse. 

Eye Contact:  
1. If this product contacts the eyes, lifting the lower and upper lids and flush eyes 

continuously with warm water for at last 20 minutes. 
2. Avoid contaminating to another eye during eye washing. 
3. Get medical attention immediately. 

Ingestion:  
1. Not allowed to feed the any food or water if patience is unconscious. 
2. Rinse the patience’s month with water and do not induce vomiting. 
3. Feed the patient 240-300ml of water. 
4. Provide the water for patient’s month rinsing after patient vomited. 
5. If patient has stopped breathing administrate the ARTF respiratory. If patient is in 

cardiac arrest administrate CPR, continue life supporting measures until medical 
assistant arrive. 

6. Get medical attention immediately. 
The Most Important Symptoms And hazardous Effects: Can cause eye or skin 
irritation, and cause nervous system injury after overexposure. 

The Protection of First-Aiders: The first aid personnel should be wear the level C 
protective suit before execute the duty. 
Notes to Physicians: Gastric lavage and charcoal may using for treatment after this 
product has been swallowed. 

Section 5: Fire Fighting Measures 

Suitable Fire Extinguishing Media: Carbon dioxide, dry chemical powder or firefighting 
foam. Do not use water! 

Specific Hazards May be Encountered During Fire-Fighting:  
1. Water mist may not extinguished the fire, but it can be cooling the container and 

dilute the pollutant concentration in the field. 
2. Vapors may travel considerable distance to source of ignition and flash back. 
3. The hermetically sealed container within this product might be explosion during the 

fire heating. 
Specific Fire-Fighting Method: 

1. Evacuate area and extinguish the fire from the safety area. 
2. Stay in the safety area and avoid the hot steam and poison gas. 
3. Stop the leakage before firefighting. Let the fire burns if the leakage could not be 

stop. 
4. Isolate the other container from the fire and protect the members. 
5. Removed the container and make sure the member without risk concern. 
6. Cooling the fire tank or fire container by water. 
7. The fire brigade should be trained for huge tank fire. 
8. Use the water spray or water mist for container leakage, and protect the leakage 

stopper from the danger by water spray. 
9. Water sprinkler does not work. 
10. Use the auto-swing fire monitor for huge fire. 
11. Let the fire burn the product out. 
12. Keep whole member away form the tank. 
13. Evacuate surrounding areas. And escape from the fire area while the PSV had noise 
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or tank turns red. 

14. Keep unnecessary and unprotected personnel from entering. 

Specific Equipment for the Protection of Firefighters: 
Use government approved SCBA and full protective equipment. 

Section 6: Accidental Release Measures  

Personal Precautions: 
1. Keep unnecessary and unprotected personnel from entering. 
2. Make sure that decontamination people had been trained. 
3. Put on appropriate personal protective equipment. 

Environmental Needing Attention: 

1. Ventilate area. Wear appropriate respirator when ventilation is inadequate. 

2. Eliminate all ignition sources. 

3. Inform the relevant authorities involve the Council of Labor Affairs and Environmental 
Protection Administration. 

Spill Cleanup Measure 
1. No action shall be taken involving any personal risk or without suitable training.  
2. Do not allow material to enter sewers or ground.  
3. Stop or control the spill, if this can be done without undue risk. 
4. Absorb on vermiculite or similar material. 
5. Spill Release (small): Absorb on vermiculite or similar material, isolate discharged 

material for proper disposal, then wash the contamination area by water.  
6. Spill Release (large): Call the fire brigade and emergency response center for help. 

Section 7: Handling and Storage Precautions 

Handling: 
1. Use approval container with NO SMOKING symbol for storing. 
2. Grounding or bonding of containers is recommended before material transfer. 
3. Activities such as sanding, burning off etc. of paint films may generate dust and/or 

fumes hazardous to the skin and lungs.  
4. Work in well ventilated areas.  
5. Use local exhaust ventilation and personal skin and respiratory protective equipment 

as appropriate.  
6. Container should have the clear label and keep tight. 

Storage: 
1. Store in cool, dry and well-ventilated place. 
2. Store only with compatible chemicals. 
3. Make sure that ventilation system and electrical equipment without the spark occur 

in the store place. 
4. Contain in the appropriated container with clear label. 
5. Keep tightly closed. 
6. Use the appropriate container, tank, or building for storage. 
7. Storage area control and manager. 
8. Inspection periodically. 
9. Storage area should have extinguisher. 
10. Followed the regulation for store. 
11. The tank should be set on the ground with dike around. 
12. Use the explosion proof refrigerator for store. 
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Section 8: Exposure Controls and Personal Protection 

Engineering Controls:  
1. It is recommended that work be done in an adequately ventilated area (i.e., 

ventilation sufficient to maintain concentrations below one half of the PEL and other 
relevant standards). 

2. Isolated the workplace is recommended when local exhaust ventilation is not 
sufficient to control airborne contamination. 

Guideline Information 

TWA TLV-STEL CEILING BEIs 

150 ppm 187.5 ppm - - 

Personal Protective Equipment: 

Respiratory Protection:  

1. The concentration below 1300 ppm: can use the mask with canister of organic 
solvent, the mask with air supplied hose, or circuit self-contained breathing 
apparatus. 

2. Unknown condition: can use the mask with air supplied hose, or circuit 
self-contained breathing apparatus. 

3. Escaping: can use the mask with canister of organic solvent or circuit self-contained 
breathing apparatus. 

Hand Protection: Protection gloves by 4H. 
Eye/Face Protection: Mask and glasses for chemical resistant. 
Skin and hand Protection Description: Protection suit and boots for chemical resistant. 
Hygiene Practices:  

1. Wash contaminated clothing before reusing. Ensure that eyewash stations and 
safety showers are close to the workstation location. 

2. Appropriate techniques should be used to remove potentially contaminated clothing. 
3. Wash hands, forearms and face thoroughly after handling chemical products, before 

eating, smoking and using the lavatory and at the end of the working period.  
4. Keep the workplace clean. 

Section 9：：：： Physical and Chemical Properties 

Physical State/Appearance: Clear  Odor:：fruit taste 

Smell Threshold:  
0.36-3.6ppm (detect) 
0.51-7.2ppm (perceive) 

Melting Point: -98.9 - -98.6℃ 

PH: Not available Boiling Point: 117.2℃ 

Flammable: Not available Flash Point: 80 deg F(18℃) 

Spontaneous Temperature: 421℃ Explode Limit Range: 1.3 - 10.5﹪ 

Vapor Pressure: 13 mmHg @25℃ Vapor Density: 4 

Density: 0.871 Solubility: 0.67 g/L water 20℃ 

Log Kow: 1.78 Vaporize Rate: 1.5 

Section 10: Stability and Reactivity 

Chemical Stability:  
The product is stable without water. 
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Possible Danger Reacts Under the Special State:  

1. Strong oxidizing agents: Fire and explosion 
2. Strong Bases: Hydrolysis 
3. Strong acid: Hydrolysis, fire and explosion 
4. Plastic product will be corroded. 

Conditions to Avoid: Avoid contact with heat, open flame, sparks, or ignition sources. 
Incompatible with Other Materials: Strong Bases, strong acid, strong oxidizing agents and 
reducing agents. 

Hazardous Decomposition Products: Acetic acid and isobutyl alcohol 

Section 11: Toxicological Information 

Exposure Path: Skin contact, Inhalation, Ingestion and eye contact. 

Signs/Symptoms: Excessive overexposure may cause giddiness, dizziness, headache, 
nausea and in extreme cases, unconsciousness and respiratory depression.  

Acute Toxicity: 
Skin: 

1. Moderately irritating with possible redness and discomfort.  
2. Prolonged contact may cause burns with redness and pain.  
3. Contains a component which can be absorbed through the skin in harmful amounts. 

Inhalation: 
1. Moderately irritating to nose, throat or breathing passages. 
2. May cause unconsciousness by depressing the central nervous system after 

prolonged exposure to high concentrations.  
3. May increase risk for sudden death from irregular heart rhythms caused by stressful 

conditions that increase the levels of adrenalin in the blood. 
Ingestion: 

1. May cause irritating of the mouth, digestive tract, stomach, and digestive system.  
2. Ingestion of small amounts of the hydrocarbon in this product may be accidentally 

aspirated into the lungs and cause a chemical pneumonia that can be 
life-threatening.  

3. No ingestion exposure expected with normal occupational use. 
Eye Contact: 

1. Vapors may cause eye irritation with redness and minor discomfort of the eye. 

LD50 For Rat: 13,400 mg/kg(Acute oral toxicity); literature value 
LC50 For Rat: - 
500mg/24H (rabbit, skin): cause slight irritating 
20mg/24H (rabbit, eyes): cause middle irritating 

Chronic Toxicity or Long Term Effects on Humans:May cause dry skin by dissolving skin 
oils. 

Section 12: Ecological Information 

Ecotoxicity:  LC50 for fish: - 
EC50 for daphnia: - 
BCF: 2.1 

The Persistence and Degradability:  
1. BOD5 and BOD20 are 60% and 80% respectively. 
2. Might be decomposition in the water. 
3. The product’s half-life among 20.6 hours if it released in the air and reacted with 

Hydrogen free radical  
Half-life (Air): 11.5 hours 
Half-life (water): 47-564 hours 
Half-life (groundwater): -- 
Half-life (soil): -- 
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Bioaccumulative Potential: May not cause Bio-accumulative. This product can be 
metabolic by the animal examination. 

Mobility In Soil: This product can be biodegradable in the soil. 

Other Adverse Effects: No known significant effects or critical hazards. 

Section 13: Disposal Considerations 

Methods of Waste Disposal: 
1. Discharge, treatment or disposal is subject to national, state, or local laws.  
2. Disposal of this product, solutions and any by-products should at all times comply 

with the requirements of environmental protection and waste disposal legislation and 
any regional local authority requirements.  

3. The generation of waste should be avoided or minimized wherever possible. 
Dispose of surplus and non-recyclable products via a licensed waste disposal 
contractor. 

Section 14: Transport Information 

United Nations Number(UN No): 1213 

UN proper Shipping Name: Isobutyl acetate 

Transport hazard class(es): Flammable liquid No.3 

Packaging Group: Ⅱ 

Ocean Pollutant: No 

Specific Transport Measures and Precautionary Conditions: - 

Section 15: Regulatory Information 

Applicable Regulation: 
    1. Labor Safety and Health Law. 
    2. Dangerous Chemical Material Symbol Act. 
    3. Fire Services Act. 

Section 16: Additional Information 

References 

1. CHEMINFO database in CCINFO, 2005-3. 
2. HAZARDTEXT database in TOMES PLUS Vol. 65, 2005. 

3. RTECS database in TOMES PLUS Vol. 65, 2005. 

4. HSDB database in TOMES PLUS Vol. 65, 2005. 

5. Environmental Protection Administration Executive Yuan  
6. ChemWatch database, 2005-1  
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Notes 
Above symbol in data "- "stand for at present check have not 
relative to data. But symbol "/ "stand for this' field to should 
material application. 

 


